
PRESERVES

 
ENDURABLENDTM 

FOR BOTH ASPHALT AND 
CONCRETE PAVEMENTS



THE BEST SURFACE 
TREATMENT FOR
ASPHALT AND CONCRETE

AIRPORT
APPLICATIONS

Pavement Preservation
Pavement Rehabilitation
Durable Pavement Markings

Safety Walkways
Taxi-Way “Green Island” Delineation
Runway “Touch Down Zone”



PRESERVES
AND PROTECTS

NOT AFFECTED
BY CHLORIDES

 
BRIDGE DECKS 



ENDURABLEND SYSTEMS 

SPECIFICATIONS SHEET 

DESCRIPTION TEST METHOD 

COMPRESSIVE STRENGTH (AT 28 DAYS) 1 ASTM C-109 

TENSILE STRENGTH 1 ASTM C-190 

BOND STRENGTH WITH ASPHALT 1,2 ASTM C-1583 

BOND STRENGTH WITH CONCRETE1 ASTM C-1583-13 

LENGTH CHANGE1 

SOLAR REFLECTIVE INDEX 3,4 

FLEXIBILITY 5 

ASTM C-157 

ASTM C-1549
ASTM E-1980 

• ENDURABLEND .
• POLYMER CEMENT SURFACING 

VALUE 

>3,100 PSI

>700 PSI

>250 PSI

>250 PSI

≤ 0.024%

>0.29

>1/2"
1/2" THICK BEAM UNDER STATIC 

LOAD-MAX. DEFLECTION 

1. THE DATA SHOWN IS REPRESENTATIVE OF LABORATORY TEST 28 DAY CURED SAMPLES AT 50% HUMIDITY. 

2. TEST SAMPLE MUST BE PREPARED BY OVERLAYING 1/4' (6MM) OF PRODUCT ON 12.5 HMA SAMPLE. 

3. AN SRI GREATER THAN 29 CAN BE OBTAINED BY USING PIGMENTS OR CHANGING THE COLOR INDEX OF THE AGGREGATE. IT IS NOT APPLICABLE WHERE COLOR PIGMENTS ARE REQUESTED. 

4. ONLY APPLICABLE FOR PROJECTS WHERE A LEED CERTIFICATION CREDIT IS A REQUIREMENT OF THE SURFACING OR WHERE A REFLECTIVE SURFACING IS SPECIFIED. 

5. USE THE SAME LOADING RATE AS FOR THE ASTM C-1O9 TEST ABOVE. 
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